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DESCRIPTION __________ 
LOCATION 

__________ 
LOCATION 

__________ 
LOCATION 

__________ 
LOCATION 

1.  ARE “AUTHORIZED PERSONNEL ONLY” AND “KEEP OUT” PLACARDS POSTED AT 
THE ENTRANCE: 
REF:  NSTM CHAP 700-5 

  
  

2.  ARE “AMMO FAR SIDE” PLACARDS PROPERLY POSTED? 
REF:  NAVSEA OP 4, CHAP 2 

  
  

3.  IS A HIGH SECURITY HASP INSTALLED? 
REF:  NAVSEA OP 4, CHAP 5;  OPNAVINST 5530.13C 

  
  

4.  IS THERE A BATTLE LANTERN INSTALLED TO VISUALLY INSPECT THE HIGH 
SECURITY LOCK? 
REF:  NAVSEA OP 4, CHAP 5 

  
  

5.  ARE DOOR HINGE PINS NON-REMOVAL FAST TYPE OR PEENED OVER? 
REF:  NAVSEA OP-4, CH5;  NSTM CHAP 700-5 

  
  

6.  DO DOORS, HATCHES & SCUTTLES TO MAGAZINES OPEN OUTWARD?   
 REF:  NAVSEA OP4, CHAPT 5; NSTM CHAP 700-5; 

  
  

7.  ARE AIR TEST FITTINGS INSTALLED? 
REF:  MIP/MRC 6641/004, A-3R 

  
  

8.  ARE WTD/WTH/SCUTTLE, KNIFE EDGES /RUBBER GASKET IN GOOD CONDITION? 
REF:  NSTM CHAP 700, PARA 700-3.18;  GSO, SECTION 624B 

  
  

9.  ARE NON-SKID AND/OR DECK TREADS IN GOOD CONDITION?   
REF:  NAVSEA OP-4, CHAP 5 

  
  

10.  ARE BIMETALLIC THERMOMETER ( HI/LO) /  CALIBRATED? 
REF:  NAVSEA OP 4 CHAP 5-7 

  
  

11.  ARE MAGAZINE TEMPS RECORDED DAILY (AMMO PRESENT)? 
REF:  NAVSEA OP 4, CHAP 3-11.15.3 

  
  

12.  IS THE STOWAGE CHART POSTED?                           
REF:  NAVSEA OP 4, CHAP 3 

  
  

13.  ARE PROPER SAFETY PRECAUTIONS POSTED?  
REF:  NAVSEA OP 4, CHAP 2 

  
  

14.  ARE DECK WEIGHT LIMITS FOR CARGO MAGAZINES POSTED? 
REF:  NAVSEA SW023-AJ-WHS-010 

  
  

15.  IS MAGAZINE LIGHTING WATERTIGHT? 
REF:  NAVSEA OP 4, CHAP 5;  GSO, SECTION 332  

  
  

16.  ARE MAGAZINE VENTILATION / COOLING COILS IN GOOD WORKING ORDER? 
REF:  NAVSEA OP 4, CHAP 5 
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17.  ARE ELECTRICAL BOXES WATER TIGHT? 
REF:  NAVSEA OP 4, CHAP 3 

  
  

18.  ARE PORTABLE BATTERY OPERATED BATTLE LANTERNS PROPERLY 
MOUNTED? 
REF:  NAVSEA OP 4, CHAP 5;  NSTM CHAP 330, PARA 330-1.9.3.6 

  
  

19.  DO AMMUNITION PASSING SCUTTLES HAVE 100% FLAP TO FRAME CONTACT? 
REF:  NAVSEA OP-4; NSTM CHAPTER 700, PARA 700-2.2.12  

  
  

20.  IS WATER TANK FOR IMMERSION OF WHITE PHOSPHORUS PRESENT? 
REF:  NAVSEA OP-4, CHAP 3 

  
  

21.  MAGAZINES EQUIPPED WITH BINS, BATTENS, AND/OR HOLD/DOWN 
HARDWARE? 
REF:  NAVSEA OP 4, CHAP 5;  NSTM CHAP 700, PARA 3.10 AND 3.11 

  
  

22.  ARE VENTILATION SCREENS INSTALLED FREE OF OBSTRUCTION? 
REF:  NAVSEA OP 4, CHAP 5 

  
  

23.  IS THE DECK PAINTED WHITE (152) OR LIGHT GRAY (36231)? 
REF: NSTM 631-8 

  
  

24.  ARE DRAINAGE VALVE / DEWATERING VALVES INSTALLED. 
(ABOVE DC DECK = CHECK VALVE, BELOW DC DECK = GLOBE/GATE VALVE) 
REF:  NAVSEA OP 4, CHAP 5 

  
  

25.  IS PIPING CORRECTLY LABELED AND VALVE HAND WHEELS COLOR CODED? 
REF:  NSTM CHAP 505 

  
  

26.  IS MAGAZINE STOWAGE IAW COMPATIBILITY CHART? 
REF:  NAVSEA OP 4, CHAP 3 

  
  

27.  IS MAGAZINE SEPARATED FROM FLAMMABLE LIQUID STOREROOMS BY AT 
LEAST ONE COMPARTMENT? 
REF:  NAVSEA OP 4, CHAP 5;  GSO, SECTION 671C 

  
  

28.  ARE LIGHT BOXES CORRECTLY MARKED? 
REF:  NAVSEA OP 4, CHAP 4 

  
  

29.  ARE PORTABLE WOODEN FUME TIGHT BULKHEADS CORRECT? 
(FIRE RETARDANT TYPE II CAT 2 ¾ INCH THICK) 
REF:  NAVSEA OP 4, CHAP 5 

  
  

30.  IS THE DUNNAGE SYSTEM IN PLACE (CARGO)? 
REF:  NAVSEA OP 4, CHAP 5;  NAVSEA SW023-AJ-WHS-010, CHAP 2 

  
  

31.  IS MAGAZINE CLEAN, PROPERLY PRESERVED, AND FREE OF COMBUSTIBLES? 
REF:  NAVSEA OP 4, CHAP 3  

  
  

32.  IS INTRUSION ALARM OPERATIONAL? 
REF:  NAVSEA OP 4, CHAP 5,  NAVSEAINST 5530.13C 

  
  

 
Notes:   
 
 


